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1. Specification :  
� Power Supply     +10 to +30VDC 
� Power consumption   2.5W 
� Operating Temperature  -25°C to +75°C 
� Storage Temperature   -40°C to +80°C 
� Relative Humidity    5% to 95% Non-condensing 
� RF channels     16 
� Receive sensitivity   -102dBm 
� Transmit Power    12dBm 
� Antenna      2.4GHz – 3dBi Directional  

 
2. LED Status：：：： 

� Green  ─ ZBNet status：Net building succeed, LED will keep      
light; Net building failed, LED will glitter. 

� Yellow  ─ Data receive status：when receive, LED will glitter. 

� Red ─ Power status：when working succeed, LED will keep      
light 

 
3. Communication Interface ：：：： 

� RS-232  
� RS-485 
� Ethernet 

 
4. While configuration the ZB-257x, you have to turn the switch to the 

ZBSET, and then make the power on. 
 
5. While operating the ZB-257x, you have to turn the switch to the 

RUN, and then make the power on. 
 
6. Please don’t turn the switch to the INIT, the function is preserved for 

ICP DAS engineers. 

ZigBee Converter Release Note    



  Rev.2.0  August/19/2008 2 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

7. Default setting ：：：： 
 

ZB-2570 

PANID 00 01 

Channel 04 

NodeID 00 00 

Data Format 115200,N,8,1 

Mode Transparent 

ZB-2570’s IP 192.168.255.1 

ZB-2570’s Mask 255.255.0.0 

ZB-2570’s Gateway 192.168.0.1 

ZB-2570’s Port 10000 

 
ZB-2571 

PANID 00 01 

Channel 04 

NodeID 00 01 

Data Format 115200,N,8,1 

Mode Transparent 

Device’s Address 01 

ZB-2571’s IP 192.168.255.1 

ZB-2571’s Mask 255.255.0.0 

ZB-2571’s Gateway 192.168.0.1 

ZB-2571’s Port 10000 

Device’s IP 192.168.255.1 

Device’s Mask 255.255.0.0 

Device’s Gateway 192.168.0.1 

Device’s Port 10000 

 
ZB-2510 

PANID 00 01 

Channel 04 

NodeID 00 02 
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9. Download Setting Tool from Our Website ：：：： 
http://ftp.icpdas.com/pub/cd/usbcd/napdos/zigbee/utility/ 

10. Download Document form Our Website ：：：： 
Index of /pub/cd/usbcd/napdos/zigbee/manual 

11. Introduction to ZigBee Series ：：：： 
http://www.icpdas.com/products/GSM_GPRS/zigbee/zigbee_conve
rter.htm 
 

12. Technical Service ：：：： 
If you have any question, please send it to service@icpdas.com . 
We will reply you within 3 working days. 
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