
FEATURES

Intel® AtomTM Processor D525 1.8GHz , L2 Cache 1MB 
SYSTEM

CPU

Storage
Power Input DC 12V

5.25" ESB, GX1-300MHz Embedded SBC     

LCD/CRT VGA, LAN, Audio & TV Out

  

Intel® AtomTM Processor D525 1.8GHz 

WEBS-5220A  Intel® AtomTM D525 1.8GHz CPU based Fanless PC

Windows® XP Pro, XP Embedded, Linux, POS Ready, WEPOS
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WEBS-5220A
Intel® AtomTM D525 1.8GHz CPU based Fanless PC

System Memory
Chipset Intel ICH8M Chipset

Support 1 x 200 pin SO-DIMM DDR2 667/800Hhz up to 2G

OS Support
LAN Chipset 1 x GbE

1 x 2.5" Internal HDD spec,  1 x CF slot

I/O
Video (up to 2 x VGA)

Serial Port (up to 5 x COM for RS-232, and up to 3 x COM for RS-422/485)

USB 7 x USB 2.0 Ports

Mechanical
Construction Aluminum Enclosure

Color Red / Black 

Power Supply 60W 12V DC Power

Dimensions 204(W) x 235(H) x 64 (D) mm

Weight 2.6kgs

Operating Temperature Extended: 0°C to +40°C

Fanless Solution 
Support 1 x 200 pin SO-DIMM DDR2 667/800Hhz 

Storage Humidity 10 to 90% @40°C, non-condension

Storage Temperature -20°C to + °C

Certificate Meet CE / FCC Class A / RoHS

Robust Aluminum Housing
One RJ11 12V DC Cash Drawer

Cash Drawer 1  x RJ11 (12V, 1 Connector control 2 cash drawer)

Audio 1 x Lin-out, 1 x Mic-in

Parallel Port 1 x Bi-Directional Pallel (D-Sub25)

 

Power SW 

COM6 (RI/5V/12V) 

4 Port USB HUB 

COM1/2/5 (RI/5V/12V) Keyboard 12VDC In 

COM4 (RI only) 12V Cash Drawer

HDD Bay 

LAN LPT 

VGA 

2 x USB 

MIC-In 

Line- 
Out 

 

Power SW

2nd VGA 

4 Port USB HUB

COM1/2/5 (RI/5V/12V)Keyboard 12VDC In

COM4 (RI only) 12V Cash Drawer

HDD Bay 

LANLPT 

1st VGA 

2 x USB 

MIC-In

Line- 
Out 

 

LVDS 

4 Port USB HUB 

LPT 

HDD Bay 

LAN 

12VDC In 

12V Cash Drawer 

COM1/2/5 (RI/5V/12V) 

VGA Mic-In 

Line- 
Out 

Power SW 

2 x USB 


