
Bay Trail J1900 ( Quad Cord 2.0GHz )

Intel

CPU Integrated

1066/1333MHz

2×DDR3L ( max to 8 )

Intel Integrated Graphic HD4000
Realtek AL66z

Realtek RLT8111G Gigabit LAN

1LAN/1 USB 3.0/4 USB 2.0/3 RS323/1 VGA/1 PS/2/Audio Line-in/out
2LAN/1 USB 3.0/2 USB 2.0/3 RS323/1 VGA/1 PS/2/Audio Line-in/out

19”; 1280×1024
1000:1

250

466×66×357 mm ( W×D×H )

66

9
9

Default

Bay Trail J1900 ( Quad Core 2.0GHz )

Intel

CPU Integrated

1066/1333MHz

2G×DDR3L ( max to 8G )

Intel Integrated Graphic HD4000

Realtek RLT8111G Gigabit LAN

19”; 1280×1024

1000:1

466×66×357 mm ( W×D×H )

Intel

Taiwan 5wire Resistive Touch Default

320GB 2.5” SATA HDD Default

ADAPTER 12V/7A 84W ( S-JACK-4 ) ( RoHS )

Stainless

0°~40°C ( Fanless )

10%~90%@50°C,Non Condensing

5~17,0.1”Double Amplitude Displacement,17~640Hz

10-25Hz(X,Y,Z direction 2G,30 minutes)

IP65 in Front & Side Frame

250 cd/m²

Realtek AL662

1LAN / 4 USB / 3 RS323 / 1 VGA / 1 PS / 2 / Audio Line-in / out

2LAN / 3 USB / 3 RS323 / 1 VGA / 1 PS / 2 / Audio Line-in / out

Kit


